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57 ABSTRACT

A method of treating a hydrocarbon containing formation,
comprising (a) providing a composition to at least a portion of
the hydrocarbon containing formation, wherein the compo-
sition comprises a glycerol sulfonate of a propoxylated pri-
mary alcohol having a branched aliphatic group with an aver-
age carbon number from 10 to 24 and having an average
number of branches per aliphatic group of from 0.7 to 2.5 and
having at least 0.5 moles of propylene oxide per mole of
primary alcohol; and (b) allowing the composition to interact
with hydrocarbons in the hydrocarbon containing formation.
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1
METHOD AND COMPOSITION FOR
ENHANCED HYDROCARBONS RECOVERY

The present application claims priority to U.S. Provisional
Patent Application No. 61/026,922 filed 7 Feb. 2008 and U.S.
Provisional Patent Application No. 61/026,944 filed 7 Feb.
2008.

FIELD OF THE INVENTION

The present invention generally relates to methods for
recovery of hydrocarbons from hydrocarbon formations.
More particularly, embodiments described herein relate to
methods of enhanced hydrocarbons recovery and to compo-
sitions useful therein.

BACKGROUND OF THE INVENTION

Hydrocarbons may be recovered from hydrocarbon con-
taining formations by penetrating the formation with one or
more wells. Hydrocarbons may flow to the surface through
the wells. Conditions (e.g., permeability, hydrocarbon con-
centration, porosity, temperature, pressure) of the hydrocar-
bon containing formation may affect the economic viability
ot hydrocarbon production from the hydrocarbon containing
formation. A hydrocarbon containing formation may have
natural energy (e.g., gas, water) to aid in mobilizing hydro-
carbons to the surface of the hydrocarbon containing forma-
tion. Natural energy may be in the form of water. Water may
exert pressure to mobilize hydrocarbons to one or more pro-
duction wells. Gas may be present in the hydrocarbon con-
taining formation at sufficient pressures to mobilize hydro-
carbons to one or more production wells. The natural energy
source may become depleted over time. Supplemental recov-
ery processes may be used to continue recovery of hydrocar-
bons from the hydrocarbon containing formation. Examples
of supplemental processes include waterflooding, polymer
flooding, alkali flooding, thermal processes, solution flooding
or combinations thereof.

In chemical Enhanced Oil Recovery (EOR) the mobiliza-
tion of residual oil saturation is achieved through surfactants
which generate a sufficiently (ultra) low crude oil/water inter-
facial tension (IFT) to give a capillary number large enough to
overcome capillary forces and allow the oil to flow (I. Chatzis
and N. R. Morrows, “Correlation of capillary number rela-
tionship for sandstone”. SPE Journal, Vol 29, pp 555-562,
1989.) However, reservoirs have different characteristics
(crude oil type, temperature and the water composition—
salinity, hardness) and it is desirable that the structures of
added surfactant(s) be matched to these conditions to achieve
a low IFT. In addition, a promising surfactant must fulfill
other important criteria including low rock retention, com-
patibility with polymer, thermal and hydrolytic stability and
acceptable cost.

Compositions and methods for enhanced hydrocarbons
recovery are described in U.S. Pat. No. 3,943,160 to Farmer et
al., entitled “Heat-Stable Calcium-Compatible Watertlood
Surfactant;” U.S. Pat. No. 3,946,812 to Gale et al., entitled
“Use Of Materials As Waterflood Additives;” U.S. Pat. No.
4,077,471 to Shupe et al., entitled “Surfactant Oil Recovery
Process Usable In High Temperature, High Salinity Forma-
tions;” U.S. Pat. No. 4,216,079 to Newcombe, entitled
“Emulsion Breaking With Surfactant Recovery;” U.S. Pat.
No. 5,318,709 to Wuest et al., entitled “Process for the Pro-
duction of Surfactant Mixtures Based On Ether Sulfonated
And Their Use;” U.S. Pat. No. 5,723,423 to Van Slyke,
entitled “Solvent Soaps and Methods Employing Same;”
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U.S. Pat. No. 6,022,834 to Hsu et al., entitled “Alkaline Sur-
factant Polymer Flooding Composition and Process;” U.S.
Pat. No. 6,269,881 to Chou et al., entitled “Oil Recovery
Method For Waxy Crude Oil Using Alkylaryl Sulfonate Sur-
factants Derived From Alpha-Olefins and the Alpha-Olefin
Compositions” and by Wellington, et al. in “Low Surfactant
Concentration Enhanced Waterflooding,” Society of Petro-
leum Engineers, 1995; all of which are incorporated by ref-
erence herein.

U.S. Pat. No. 7,055,602 describes enhanced hydrocarbons
recovery compositions containing aliphatic nonionic addi-
tives and/or the aliphatic anionic surfactants that have
branched structures. These additives and surfactants may be
primary alcohols or sulfates thereof having branched ali-
phatic groups which may have an average carbon number
from 10 to 24, less than about 0.5 percent quaternary carbon
atoms, an average number of branches per aliphatic group of
the aliphatic anionic surfactant may range between about 0.7
and about 2.5, and methyl branches may represent between
about 20 percent to about 99 percent of the total number of
branches present in the group. Such compositions are shown
in Table of that patent to achieve interfacial tensions of from
0.0022 (low range) to 1.9040 (high range) dynes/cm when
used alone or in combination with other materials.

SUMMARY OF THE INVENTION

In an embodiment, hydrocarbons may be produced from a
hydrocarbon containing formation by a method that includes
treating at least a portion of the hydrocarbon containing for-
mation with a hydrocarbon recovery composition. In certain
embodiments, at least a portion of the hydrocarbon contain-
ing formation may be oil wet. In some embodiments, at least
a portion of the hydrocarbon formation may include low
salinity water. In other embodiments, at least a portion of the
hydrocarbon containing formation may exhibit an average
temperature of greater than about 30° C., even greater than
about 60° C. Fluids, substances or combinations thereof may
be added to at least a portion of the hydrocarbon containing
formation to aid in mobilizing hydrocarbons to one or more
production wells in certain embodiments.

In one embodiment, the hydrocarbon recovery composi-
tion may include a glycerol sulfonate of a propoxylated pri-
mary alcohol having a branched aliphatic group with an aver-
age carbon number from 10 to 24 and having an average
number of branches per aliphatic group of from about 0.7 to
about 2.5. The glycerol sulfonate may have an average carbon
number of at least 14 or it may range from 14 to 20. As used
herein, the phrase “carbon number” refers to the total number
of carbons in a molecule. The average carbon number may be
determined by NMR analysis. The average number of
branches per molecule of the branched glycerol sulfonate
may be at least about 2 in some embodiments. Branches on
the branched glycerol sulfonate may include, but are not
limited to, methyl and/or ethyl branches. In some embodi-
ments, the average number of branches per molecule may be
at least about 1 and/or up to about 3 or up to about 6 or up to
about 10. The average number of branches per molecule may
also be determined by NMR analysis.

In one embodiment, the hydrocarbon recovery composi-
tion may include a glycerol sulfonate of an propoxylated
branched primary alcohol having a branched aliphatic group
with an average carbon number from 16 to 19, preferably 16
to 17, and having an average number of branches per aliphatic
group of from about 0.7 to about 2.5, preferably about 1.4 to
about 2. In one embodiment, methyl groups may represent
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from about 20 to about 99 percent of the total number of
branches present in the branched aliphatic group.

In an embodiment, the amount of propylene oxide added to
the primary alcohol may be at least about 0.5, preferably from
about 3 to about 12, most preferably from about 5 to about 9,
moles of propylene oxide per mole of primary alcohol. It is
preferred that at least about 3 moles be utilized and that no
more than about 12 moles be used.

In an embodiment, the hydrocarbon recovery composition
may comprise from about 10 to about 80 wt % of the glycerol
sulfonate, preferably from about 10 to about 40 wt % and
more preferably from about 20 to about 30 wt %. In an
embodiment, a hydrocarbon containing composition may be
produced from a hydrocarbon containing formation. The
hydrocarbon containing composition may include any com-
bination of hydrocarbons, the derivatives described above, a
solubilizing agent, methane, water, asphaltenes, carbon mon-
oxide and ammonia.

In an embodiment, the hydrocarbon recovery composition
is provided to the hydrocarbon containing formation by
admixing it with water and/or brine which may be from the
formation from which hydrocarbons are to be extracted. Pref-
erably, the composition comprises from about 0.1 to about 4
wt % of the total water and/or brine/hydrocarbon recovery
composition mixture (the injectable fluid). More important is
the amount of actual active matter that is present in the inject-
able fluid (active matter is the surfactant, here the derivative).
Thus, the amount of the derivative in the injectable fluid may
be from about 0.1 to about 1 wt %, preferably from about 0.2
to about 0.5 wt %. The injectable fluid is then injected into the
hydrocarbon containing formation.

In an embodiment, a hydrocarbon containing composition
may be produced from a hydrocarbon containing formation.
The hydrocarbon containing composition may include any
combination of hydrocarbons, the glycerol sulfonate
described above, a enhancing agent, methane, water, asphalt-
enes, carbon monoxide and ammonia.

BRIEF DESCRIPTION OF THE DRAWINGS

Advantages of the present invention will become apparent
to those skilled in the art with the benefit of the following
detailed description of embodiment and upon reference to the
accompanying drawings, in which:

FIG. 1 depicts an embodiment of treating a hydrocarbon
containing formation;

FIG. 2 depicts an embodiment of treating a hydrocarbon
containing formation;

FIG. 3 depicts a graphical representation of interfacial
tension values of a hydrocarbon composition containing
glycerol sulfonates according to the present invention.

While the invention is susceptible to various modifications
and alternative forms, specific embodiments thereof are
shown by way of example in the drawings and will herein be
described in detail. It should be understood that the drawing
and detailed description thereto are not intended to limit the
invention to the particular form disclosed, but on the contrary,
the intention is to cover all modifications, equivalents and
alternatives falling within the spirit and scope of the present
invention as defined by the appended claims.

DETAILED DESCRIPTION OF EMBODIMENTS

Hydrocarbons may be produced from hydrocarbon forma-
tions through wells penetrating a hydrocarbon containing
formation. “Hydrocarbons™ are generally defined as mol-
ecules formed primarily of carbon and hydrogen atoms such
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as oil and natural gas. Hydrocarbons may also include other
elements, such as, but not limited to, halogens, metallic ele-
ments, nitrogen, oxygen and/or sulfur. Hydrocarbons derived
from a hydrocarbon formation may include, but are not lim-
ited to, kerogen, bitumen, pyrobitumen, asphaltenes, oils or
combinations thereof. Hydrocarbons may be located within
oradjacent to mineral matrices within the earth. Matrices may
include, but are not limited to, sedimentary rock, sands, silici-
lytes, carbonates, diatomites and other porous media.

A “formation” includes one or more hydrocarbon contain-
ing layers, one or more non-hydrocarbon layers, an overbur-
den and/or an underburden. An “overburden” and/or an
“underburden” includes one or more different types of imper-
meable materials. For example, overburden/underburden
may include rock, shale, mudstone, or wet/tight carbonate
(i.e., an impermeable carbonate without hydrocarbons). For
example, an underburden may contain shale or mudstone. In
some cases, the overburden/underburden may be somewhat
permeable. For example, an underburden may be composed
of a permeable mineral such as sandstone or limestone. In
some embodiments, at least a portion of a hydrocarbon con-
taining formation may exist at less than or more than 1000
feet below the earth’s surface.

Properties of a hydrocarbon containing formation may
affect how hydrocarbons flow through an underburden/over-
burden to one or more production wells. Properties include,
but are not limited to, porosity, permeability, pore size distri-
bution, surface area, salinity or temperature of formation.
Overburden/underburden properties in combination with
hydrocarbon properties, such as, capillary pressure (static)
characteristics and relative permeability (flow) characteris-
tics may effect mobilization of hydrocarbons through the
hydrocarbon containing formation.

Permeability of a hydrocarbon containing formation may
vary depending on the formation composition. A relatively
permeable formation may include heavy hydrocarbons
entrained in, for example, sand or carbonate. “Relatively per-
meable,” as used herein, refers to formations or portions
thereof, that have an average permeability of 10 millidarcy or
more. “Relatively low permeability” as used herein, refers to
formations or portions thereof that have an average perme-
ability of less than about 10 millidarcy. One darcy is equal to
about 0.99 square micrometers. An impermeable portion of a
formation generally has a permeability of less than about 0.1
millidarcy. In some cases, a portion or all of a hydrocarbon
portion of a relatively permeable formation may include pre-
dominantly heavy hydrocarbons and/or tar with no support-
ing mineral grain framework and only floating (or no) mineral
matter (e.g., asphalt lakes).

Fluids (e.g., gas, water, hydrocarbons or combinations
thereof) of different densities may exist in a hydrocarbon
containing formation. A mixture of fluids in the hydrocarbon
containing formation may form layers between an underbur-
den and an overburden according to fluid density. Gas may
form a top layer, hydrocarbons may form a middle layer and
water may form a bottom layer in the hydrocarbon containing
formation. The fluids may be present in the hydrocarbon
containing formation in various amounts. Interactions
between the fluids in the formation may create interfaces or
boundaries between the fluids. Interfaces or boundaries
between the fluids and the formation may be created through
interactions between the fluids and the formation. Typically,
gases do not form boundaries with other fluids in a hydrocar-
bon containing formation. In an embodiment, a first boundary
may form between a water layer and underburden. A second
boundary may form between a water layer and a hydrocarbon
layer. A third boundary may form between hydrocarbons of



US 9,102,862 B2

5

different densities in a hydrocarbon containing formation.
Multiple fluids with multiple boundaries may be present in a
hydrocarbon containing formation, in some embodiments. It
should be understood that many combinations of boundaries
between fluids and between fluids and the overburden/under-
burden may be present in a hydrocarbon containing forma-
tion.

Production of fluids may perturb the interaction between
fluids and between fluids and the overburden/underburden.
As fluids are removed from the hydrocarbon containing for-
mation, the different fluid layers may mix and form mixed
fluid layers. The mixed fluids may have different interactions
at the fluid boundaries. Depending on the interactions at the
boundaries of the mixed fluids, production of hydrocarbons
may become difficult. Quantification of the interactions (e.g.,
energy level) at the interface of the fluids and/or fluids and
overburden/underburden may be useful to predict mobiliza-
tion of hydrocarbons through the hydrocarbon containing
formation.

Quantification of energy required for interactions (e.g.,
mixing) between fluids within a formation at an interface may
be difficult to measure. Quantification of energy levels at an
interface between fluids may be determined by generally
known techniques (e.g., spinning drop tensiometer). Interac-
tion energy requirements at an interface may be referred to as
interfacial tension. “Interfacial tension” as used herein, refers
to a surface free energy that exists between two or more fluids
that exhibit a boundary. A high interfacial tension value (e.g.,
greater than about 10 dynes/cm) may indicate the inability of
one fluid to mix with a second fluid to form a fluid emulsion.
As used herein, an “emulsion” refers to a dispersion of one
immiscible fluid into a second fluid by addition of a compo-
sition that reduces the interfacial tension between the fluids to
achieve stability. The inability of the fluids to mix may be due
to high surface interaction energy between the two fluids.
Low interfacial tension values (e.g., less than about 1 dyne/
cm) may indicate less surface interaction between the two
immiscible fluids. Less surface interaction energy between
two immiscible fluids may result in the mixing of the two
fluids to form an emulsion. Fluids with low interfacial tension
values may be mobilized to a well bore due to reduced cap-
illary forces and subsequently produced from a hydrocarbon
containing formation.

Fluids in a hydrocarbon containing formation may wet
(e.g., adhere to an overburden/underburden or spread onto an
overburden/underburden in a hydrocarbon containing forma-
tion). As used herein, “wettability” refers to the preference of
a fluid to spread on or adhere to a solid surface in a formation
in the presence of other fluids. Methods to determine wetta-
bility of a hydrocarbon formation are described by Craig, Jr.
in “The Reservoir Engineering Aspects of Waterflooding”,
1971 Monograph Volume 3, Society of Petroleum Engineers,
which is herein incorporated by reference. In an embodiment,
hydrocarbons may adhere to sandstone in the presence of gas
or water. An overburden/underburden that is substantially
coated by hydrocarbons may be referred to as “oil wet.” An
overburden/underburden may be oil wet due to the presence
of polar and/or heavy hydrocarbons (e.g., asphaltenes) in the
hydrocarbon containing formation. Formation composition
(e.g., silica, carbonate or clay) may determine the amount of
adsorption of hydrocarbons on the surface of an overburden/
underburden. In some embodiments, a porous and/or perme-
able formation may allow hydrocarbons to more easily wet
the overburden/underburden. A substantially oil wet overbur-
den/underburden may inhibit hydrocarbon production from
the hydrocarbon containing formation. In certain embodi-
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6

ments, an oil wet portion of a hydrocarbon containing forma-
tion may be located at less than or more than 1000 feet below
the earth’s surface.

A hydrocarbon formation may include water. Water may
interact with the surface of the underburden. As used herein,
“water wet” refers to the formation of a coat of water on the
surface of the overburden/underburden. A water wet overbur-
den/underburden may enhance hydrocarbon production from
the formation by preventing hydrocarbons from wetting the
overburden/underburden. In certain embodiments, a water
wet portion of a hydrocarbon containing formation may
include minor amounts of polar and/or heavy hydrocarbons.

Water in a hydrocarbon containing formation may contain
minerals (e.g., minerals containing barium, calcium, or mag-
nesium) and mineral salts (e.g., sodium chloride, potassium
chloride, magnesium chloride). Water salinity and/or water
hardness of water in a formation may affect recovery of
hydrocarbons in a hydrocarbon containing formation. As
used herein “salinity” refers to an amount of dissolved solids
in water. “Water hardness,” as used herein, refers to a concen-
tration of divalent ions (e.g., calcium, magnesium) in the
water. Water salinity and hardness may be determined by
generally known methods (e.g., conductivity, titration). As
used herein, “high salinity water” refers to water that has
greater than about 30,000 ppm total dissolved solids based on
sodium chloride. As water salinity increases in a hydrocarbon
containing formation, interfacial tensions between hydrocar-
bons and water may be increased and the fluids may become
more difficult to produce.

Low salinity water in a hydrocarbon containing formation
may enhance hydrocarbon production from a hydrocarbon
containing formation. Hydrocarbons and low salinity water
may form a well dispersed emulsion due to a low interfacial
tension between the low salinity water and the hydrocarbons.
Production of a flowable emulsion (e.g., hydrocarbons/water
mixture) from a hydrocarbon containing formation may be
more economically viable to a producer. As used herein, “low
salinity water” refers to water salinity in a hydrocarbon con-
taining formation that is less than about 20,000 parts per
million (ppm) total dissolved solids based on sodium chlo-
ride. In some embodiments, hydrocarbon containing forma-
tions may include water with a salinity of less than about
13,000 ppm. In certain embodiments, hydrocarbon contain-
ing formations may include water with a salinity ranging from
about 3,000 ppm to about 10,000 ppm. In other embodiments,
salinity of the water in hydrocarbon containing formations
may range from about 5,000 ppm to about 8,000 ppm.

A hydrocarbon containing formation may be selected for
treatment based on factors such as, but not limited to, thick-
ness of hydrocarbon containing layers within the formation,
assessed liquid production content, location of the formation,
salinity content of the formation, temperature of the forma-
tion, and depth of hydrocarbon containing layers. Initially,
natural formation pressure and temperature may be sufficient
to cause hydrocarbons to flow into well bores and out to the
surface. Temperatures in a hydrocarbon containing formation
may range from about 0° C. to about 300° C. As hydrocarbons
are produced from a hydrocarbon containing formation, pres-
sures and/or temperatures within the formation may decline.
Various forms of artificial lift (e.g., pumps, gas injection)
and/or heating may be employed to continue to produce
hydrocarbons from the hydrocarbon containing formation.
Production of desired hydrocarbons from the hydrocarbon
containing formation may become uneconomical as hydro-
carbons are depleted from the formation.

Mobilization of residual hydrocarbons retained in a hydro-
carbon containing formation may be difficult due to viscosity
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of'the hydrocarbons and capillary effects of fluids in pores of
the hydrocarbon containing formation. As used herein “cap-
illary forces” refers to attractive forces between fluids and at
least a portion of the hydrocarbon containing formation. In an
embodiment, capillary forces may be overcome by increasing
the pressures within a hydrocarbon containing formation. In
other embodiments, capillary forces may be overcome by
reducing the interfacial tension between fluids in a hydrocar-
bon containing formation. The ability to reduce the capillary
forces in a hydrocarbon containing formation may depend on
a number of factors, including, but not limited to, the tem-
perature of the hydrocarbon containing formation, the salin-
ity of water in the hydrocarbon containing formation, and the
composition of the hydrocarbons in the hydrocarbon contain-
ing formation.

As production rates decrease, additional methods may be
employed to make a hydrocarbon containing formation more
economically viable. Methods may include adding sources of
water (e.g., brine, steam), gases, polymers, monomers or any
combinations thereof to the hydrocarbon formation to
increase mobilization of hydrocarbons.

In an embodiment, a hydrocarbon containing formation
may be treated with a flood of water. A waterflood may
include injecting water into a portion of a hydrocarbon con-
taining formation through injections wells. Flooding of at
least a portion of the formation may water wet a portion of the
hydrocarbon containing formation. The water wet portion of
the hydrocarbon containing formation may be pressurized by
known methods and a water/hydrocarbon mixture may be
collected using one or more production wells. The water
layer, however, may not mix with the hydrocarbon layer effi-
ciently. Poor mixing efficiency may be due to a high interfa-
cial tension between the water and hydrocarbons.

Production from a hydrocarbon containing formation may
be enhanced by treating the hydrocarbon containing forma-
tion with a polymer and/or monomer that may mobilize
hydrocarbons to one or more production wells. The polymer
and/or monomer may reduce the mobility of the water phase
in pores of the hydrocarbon containing formation. The reduc-
tion of water mobility may allow the hydrocarbons to be more
easily mobilized through the hydrocarbon containing forma-
tion. Polymers include, but are not limited to, polyacryla-
mides, partially hydrolyzed polyacrylamide, polyacrylates,
ethylenic copolymers, biopolymers, carboxymethylcellu-
lose, polyvinyl alcohol, polystyrene sulfonates, polyvi-
nylpyrrolidone, AMPS (2-acrylamide-2-methyl propane sul-
fonate) or combinations thereof. Examples of ethylenic
copolymers include copolymers of acrylic acid and acryla-
mide, acrylic acid and lauryl acrylate, lauryl acrylate and
acrylamide. Examples of biopolymers include xanthan gum
and guar gum. In some embodiments, polymers may be
crosslinked in situ in a hydrocarbon containing formation. In
other embodiments, polymers may be generated in situ in a
hydrocarbon containing formation. Polymers and polymer
preparations for use in oil recovery are described in U.S. Pat.
No. 6,427,268 to Zhang et al., entitled “Method For Making
Hydrophobically Associative Polymers, Methods of Use and
Compositions;” U.S. Pat. No. 6,439,308 to Wang, entitled
“Foam Drive Method;” U.S. Pat. No. 5,654,261 to Smith,
entitled, “Permeability Modifying Composition For Use In
Oil Recovery;” U.S. Pat. No. 5,284,206 to Surles et al.,
entitled “Formation Treating;” U.S. Pat. No. 5,199,490 to
Surles et al., entitled “Formation Treating” and U.S. Pat. No.
5,103,909 to Morgenthaler et al., entitled “Profile Control In
Enhanced Oil Recovery,” all of which are incorporated by
reference herein.
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The Hydrocarbon Recovery Composition

This family of anionic surfactants based on these randomly
branched alcohols is useful for use under higher salinity res-
ervoir conditions. In this family the connecting group PO
links the alcohol hydrophobe to the anionic sulfonate and is
used to change the HLB of the molecule and match it to
reservoir conditions in terms of salinity and crude oil. The
presence of PO chains in the connecting group helps to pro-
vide tolerance to Ca, Mg ions in hard water.

In an embodiment, a hydrocarbon recovery composition
may be provided to the hydrocarbon containing formation. In
an embodiment, a composition may include a glycerol sul-
fonate of a propoxylated primary alcohol having a branched
aliphatic group with an average carbon number from 10 to 24
and having an average number of branches per aliphatic
group of from about 0.7 to about 2.5. The glycerol sulfonate
may have an average carbon number of at least 14 or it may
range from 14 to 20. In some embodiments, the average
number of branches per molecule may be at least about 1
and/or up to about 3 or up to about 6 or up to about 10.

In one embodiment, the hydrocarbon recovery composi-
tion may include a carboxylate or a sulfate or a glycerol
sulfonate of an propoxylated branched primary alcohol hav-
ing a branched aliphatic group with an average carbon num-
ber from 16 to 19, preferably 16 to 17, and having an average
number of branches per aliphatic group of from about 0.7 to
about 2.5, preferably about 1.4 to about 2.

Branched primary alcohols according to the present inven-
tion may be prepared by hydroformylation of a branched
olefin. Preparations of branched olefins are described in U.S.
Pat. No. 5,510,306 to Murray, entitled “Process For Isomer-
izing Linear Olefins to Isoolefins;” U.S. Pat. No. 5,648,584 to
Murray, entitled “Process For Isomerizing Linear Olefins to
Isoolefins” and U.S. Pat. No. 5,648,585 to Murray, entitled
“Process For Isomerizing Linear Olefins to Isoolefins,” all of
which are incorporated by reference herein. Preparations of
branched long chain aliphatic alcohols are described in U.S.
Pat. No. 5,849,960 to Singleton et al., entitled “Highly
Branched Primary Alcohol Compositions, and Biodegrad-
able Detergents Made Therefrom;” U.S. Pat. No. 6,150,222 to
Singleton et al., entitled “Highly Branched Primary Alcohol
Compositions, and Biodegradable Detergents Made There-
from;” U.S. Pat. No. 6,222,077 to Singleton et al., entitled
“Highly Branched Primary Alcohol Compositions, and Bio-
degradable Detergents Made Therefrom,” all of which are
incorporated by reference herein.

In some embodiments, the branches of the branched ali-
phatic group of the long chain primary alcohol may have less
than about 0.5 percent aliphatic quaternary carbon atoms. In
an embodiment, an average number of branches per long
chain aliphatic alcohol ranges from about 0.1 to about 2.5. In
other embodiments, an average number of branches per alco-
hol ranges from about 0.7 to about 2.5.

Methyl branches may represent between about 20 percent
to about 99 percent of the total number of branches present in
the branched long chain primary alcohol. In some embodi-
ments, methyl branches may represent greater than about 50
percent of the total number of branches in a branched long
chain primary alcohol. The number of ethyl branches in the
alcohol may represent, in certain embodiments, less than
about 30 percent of the total number of branches. In other
embodiments, the number of ethyl branches, if present, may
be between about 0.1 percent and about 2 percent of the total
number of branches. Branches other than methyl or ethyl, if
present, may be less than about 10 percent of the total number
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of branches. In some embodiments, less than about 0.5 per-
cent of the total number of branches are neither ethyl or
methyl groups.

The amount of propylene oxide added to the primary alco-
holmay be at least about 0.5, preferably from about 3 to about
12, most preferably from about 5 to about 9, moles of propy-
lene oxide per mole of primary alcohol. It is preferred that at
least about 3 moles be utilized in order to minimize the
amount of unalkoxylated secondary alcohol. It is preferred
that no more than about 12 moles be used because the mol-
ecule loses its ability to function as a surfactant when the
carbon chain on the alcohol portion is too short relative to the
amount of propylene oxide in the molecule. In order for the
molecule to function successfully as a surfactant in the hydro-
carbon containing formation, there must be a proper balance
between the length of the oil soluble carbon chain part of the
molecule and the water soluble propylene oxide part of the
molecule.

In one embodiment, the hydrocarbon recovery composi-
tion may include a branched primary alcohol glycerol sul-
fonate surfactant as described above. In some embodiments,
an amount of a branched primary alcohol glycerol sulfonate
surfactant in the composition may be greater than about 10
wt. % of the total composition. In an embodiment, an amount
of'abranched primary alcohol glycerol sulfonate surfactant in
the hydrocarbon recovery composition may range from about
10 wt. % to about 80 wt. % of the total composition. An
amount of a branched primary alcohol glycerol sulfonate
surfactant in the composition may range from about 10 wt %
to about 40 wt % of the total weight of the composition,
preferably from about 20 to about 30 wt %. The remainder of
the composition may include, but is not limited to, water, low
molecular weight alcohols, organic solvents, alkyl sulfonates,
aryl sulfonates, brine or combinations thereof. Low molecu-
lar weight alcohols include, but are not limited to, methanol,
ethanol, propanol, isopropyl alcohol, tert-butyl alcohol, sec-
butyl alcohol, butyl alcohol, tert-amyl alcohol or combina-
tions thereof. Organic solvents include, but are not limited to,
methyl ethyl ketone, acetone, lower alkyl cellosolves, lower
alky] carbitols or combinations thereof.

In one embodiment, the hydrocarbon recovery composi-
tion may also comprise a enhancing agent to lower the inter-
facial tension of the hydrocarbon composition. Such enhanc-
ing agents may be selected from alcohols, polymers such as
polypropylene glycol and polyethylene glycol and other sur-
factants. Preferably, the hydrocarbon recovery composition
may comprise from about 1 to about 75 wt % of the compo-
sition.

Manufacture of the Hydrocarbon Recovery Composition

The primary alcohols may be propoxylated by reacting
them with propylene oxide in the presence of an appropriate
alkoxylation catalyst. The alkoxylation catalyst may be
sodium hydroxide which is commonly used commercially for
alkoxylating alcohols. The primary alcohols may be propoxy-
lated using a double metal cyanide catalyst as described in
U.S. Pat. No. 6,977,236 which is herein incorporated by
reference in its entirety. The primary alcohols may also be
propoxylated using a lanthanum-based or a rare earth metal-
based alkoxylation catalyst as described in U.S. Pat. Nos.
5,059,719 and 5,057,627, both of which are herein incorpo-
rated by reference in their entirety. Primary alcohol propoxy-
lates of this invention may also be made by reacting an olefin
with diethylene glycol or by reacting a haloalkane with
mono-, di- or polyglycols.

The primary alcohol propoxylates may be prepared by
adding to the primary alcohol or mixture of primary alcohols
a calculated amount, for example from about 0.1 percent by
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weight to about 0.6 percent by weight, of a strong base,
typically an alkali metal or alkaline earth metal hydroxide
such as sodium hydroxide or potassium hydroxide, which
serves as a catalyst for alkoxylation. An amount of propylene
oxide calculated to provide the desired number of moles of
propylene oxide per mole of primary alcohol is then intro-
duced and the resulting mixture is allowed to react until the
propylene oxide is consumed. Suitable reaction temperatures
range from about 120 to about 220° C.

The primary alcohol propoxylates of the present invention
may be prepared by using a multi-metal cyanide catalyst as
the alkoxylation catalyst. The catalyst may be contacted with
the primary alcohol and then both may be contacted with the
propylene oxide reactant which may be introduced in gaseous
form. The reaction temperature may range from about 90° C.
to about 250° C. and super atmospheric pressures may be
used if it is desired to maintain the primary alcohol substan-
tially in the liquid state.

Narrow range primary alcohol propoxylates may be pro-
duced utilizing a soluble basic compound of elements in the
lanthanum series elements or the rare earth elements as the
alkoxylation catalyst. Lanthanum phosphate is particularly
useful. The propoxylation is carried out employing conven-
tional reaction conditions such as those described above.

It should be understood that the propoxylation procedure
serves to introduce a desired average number of propylene
oxide units per mole of primary alcohol propoxylate. For
example, treatment of a primary alcohol mixture with 1.5
moles of propylene oxide per mole of primary alcohol serves
to effect the propoxylation of each alcohol molecule with an
average of 1.5 propylene oxide moieties per mole of primary
alcohol moiety, although a substantial proportion of primary
alcohol moieties will have become combined with more than
1.5 propylene oxide moieties and an approximately equal
proportion will have become combined with less than 1.5. In
atypical propoxylation product mixture, there is also a minor
proportion of unreacted primary alcohol.

In the preparation of the glycerol sulfonates derived from
the alkoxylated primary alcohols of the present invention, the
alkoxylates are reacted with epichlorohydrin, preferably in
the presence of a catalyst such as tin tetrachloride at from
about 110 to about 120° C. for from about 3 to about 5 hours
at a pressure of about 14.7 to about 15.7 psia (about 100 to
about 110 kPa) in toluene. Next, the reaction product is
reacted with a base such as sodium hydroxide or potassium
hydroxide at from about 85 to about 95° C. for from about 2
to about 4 hours at a pressure of about 14.7 to about 15.7 psia
(about 100 to about 110 kPa). The reaction mixture is cooled
and separated in two layers. The organic layer is separated
and the product isolated. It is then reacted with sodium
bisulfite and sodium sulfite at from about 140 to about 160° C.
for from about 3 to about 5 hours at a pressure of about 60 to
about 80 psia (about 400 to about 550 kPa). The reaction is
cooled and the product glycerol sulfonate is recovered as
about a 25 wt % active matter solution in water. The reactor is
preferably a 500 ml zipperclave reactor.

Injection of the Hydrocarbon Recovery Composition

The hydrocarbon recovery composition may interact with
hydrocarbons in at least a portion of the hydrocarbon contain-
ing formation. Interaction with the hydrocarbons may reduce
an interfacial tension of the hydrocarbons with one or more
fluids in the hydrocarbon containing formation. In other
embodiments, a hydrocarbon recovery composition may
reduce the interfacial tension between the hydrocarbons and
an overburden/underburden of a hydrocarbon containing for-
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mation. Reduction of the interfacial tension may allow at least
a portion of the hydrocarbons to mobilize through the hydro-
carbon containing formation.

The ability of a hydrocarbon recovery composition to
reduce the interfacial tension of a mixture of hydrocarbons
and fluids may be evaluated using known techniques. In an
embodiment, an interfacial tension value for a mixture of
hydrocarbons and water may be determined using a spinning
drop tensiometer. An amount of the hydrocarbon recovery
composition may be added to the hydrocarbon/water mixture
and an interfacial tension value for the resulting fluid may be
determined. A low interfacial tension value (e.g., less than
about 1 dyne/cm) may indicate that the composition reduced
at least a portion of the surface energy between the hydrocar-
bons and water. Reduction of surface energy may indicate that
at least a portion of the hydrocarbon/water mixture may
mobilize through at least a portion of a hydrocarbon contain-
ing formation.

In an embodiment, a hydrocarbon recovery composition
may be added to a hydrocarbon/water mixture and the inter-
facial tension value may be determined. An ultralow interfa-
cial tension value (e.g., less than about 0.01 dyne/cm) may
indicate that the hydrocarbon recovery composition lowered
at least a portion of the surface tension between the hydro-
carbons and water such that at least a portion of the hydro-
carbons may mobilize through at least a portion of the hydro-
carbon containing formation. At least a portion of the
hydrocarbons may mobilize more easily through at least a
portion of the hydrocarbon containing formation at an ultra
low interfacial tension than hydrocarbons that have been
treated with a composition that results in an interfacial tension
value greater than 0.01 dynes/cm for the fluids in the forma-
tion. Addition of a hydrocarbon recovery composition to flu-
ids in a hydrocarbon containing formation that results in an
ultra-low interfacial tension value may increase the efficiency
at which hydrocarbons may be produced. A hydrocarbon
recovery composition concentration in the hydrocarbon con-
taining formation may be minimized to minimize cost of use
during production.

In an embodiment of a method to treat a hydrocarbon
containing formation, a hydrocarbon recovery composition
including a glycerol sulfonate of a propoxylated branched
primary alcohol of this invention may be provided (e.g.,
injected) into hydrocarbon containing formation 100 through
injection well 110 as depicted in FIG. 1. Hydrocarbon forma-
tion 100 may include overburden 120, hydrocarbon layer 130,
and underburden 140. Injection well 110 may include open-
ings 112 that allow fluids to flow through hydrocarbon con-
taining formation 100 at various depth levels. In certain
embodiments, hydrocarbon layer 130 may be less than 1000
feet below earth’s surface. In some embodiments, underbur-
den 140 of hydrocarbon containing formation 100 may be oil
wet. Low salinity water may be present in hydrocarbon con-
taining formation 100, in other embodiments.

A hydrocarbon recovery composition may be provided to
the formation in an amount based on hydrocarbons present in
a hydrocarbon containing formation. The amount of hydro-
carbon recovery composition, however, may be too small to
be accurately delivered to the hydrocarbon containing forma-
tion using known delivery techniques (e.g., pumps). To facili-
tate delivery of small amounts of the hydrocarbon recovery
composition to the hydrocarbon containing formation, the
hydrocarbon recovery composition may be combined with
water and/or brine to produce an injectable fluid. An amount
of a hydrocarbon recovery composition injected into hydro-
carbon containing formation 100 may be from about 0.1 to
about 4 wt. % of the total weight of the injectable fluid. In
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certain embodiments, an amount of the glycerol sulfonate
(the active matter) which is part of the hydrocarbon recovery
composition provided to a hydrocarbon containing formation
may be from about 0.1 to about 1 wt. % of the total weight of
injectable fluid. In some embodiments, an amount of a hydro-
carbon recovery composition provided to a hydrocarbon con-
taining formation may be from about 0.2 to about 0.5 wt. % of
the total weight of injectable fluid.

The hydrocarbon recovery composition may interact with
at least a portion of the hydrocarbons in hydrocarbon layer
130. The interaction of the hydrocarbon recovery composi-
tion with hydrocarbon layer 130 may reduce at least a portion
of the interfacial tension between different hydrocarbons.
The hydrocarbon recovery composition may also reduce at
least a portion of the interfacial tension between one or more
fluids (e.g., water, hydrocarbons) in the formation and the
underburden 140, one or more fluids in the formation and the
overburden 120 or combinations thereof.

In an embodiment, a hydrocarbon recovery composition
may interact with at least a portion of hydrocarbons and at
least a portion of one or more other fluids in the formation to
reduce at least a portion of the interfacial tension between the
hydrocarbons and one or more fluids. Reduction of the inter-
facial tension may allow at least a portion of the hydrocarbons
to form an emulsion with at least a portion of one or more
fluids in the formation. An interfacial tension value between
the hydrocarbons and one or more fluids may be altered by the
hydrocarbon recovery composition to a value of less than
about 0.1 dyne/cm. In some embodiments, an interfacial ten-
sion value between the hydrocarbons and other fluids in a
formation may be reduced by the hydrocarbon recovery com-
position to be less than about 0.05 dyne/cm. An interfacial
tension value between hydrocarbons and other fluids in a
formation may be lowered by the hydrocarbon recovery com-
position to less than 0.001 dyne/cm, in other embodiments.

At least a portion of the hydrocarbon recovery composi-
tion/hydrocarbon/fluids mixture may be mobilized to produc-
tion well 150. Products obtained from the production well
150 may include, but are not limited to, components of the
hydrocarbon recovery composition (e.g., a long chain ali-
phatic alcohol and/or a long chain aliphatic acid salt), meth-
ane, carbon monoxide, water, hydrocarbons, ammonia,
asphaltenes, or combinations thereof. Hydrocarbon produc-
tion from hydrocarbon containing formation 100 may be
increased by greater than about 50% after the hydrocarbon
recovery composition has been added to a hydrocarbon con-
taining formation.

In certain embodiments, hydrocarbon containing forma-
tion 100 may be pretreated with a hydrocarbon removal fluid.
A hydrocarbon removal fluid may be composed of water,
steam, brine, gas, liquid polymers, foam polymers, mono-
mers or mixtures thereof. A hydrocarbon removal fluid may
be used to treat a formation before a hydrocarbon recovery
composition is provided to the formation. Hydrocarbon con-
taining formation 100 may be less than 1000 feet below the
earth’s surface, in some embodiments. A hydrocarbon
removal fluid may be heated before injection into a hydrocar-
bon containing formation 100, in certain embodiments. A
hydrocarbon removal fluid may reduce a viscosity of at least
a portion of the hydrocarbons within the formation. Reduc-
tion of the viscosity of at least a portion of the hydrocarbons
in the formation may enhance mobilization of at least a por-
tion of the hydrocarbons to production well 150. After at least
a portion of the hydrocarbons in hydrocarbon containing
formation 100 have been mobilized, repeated injection of the
same or different hydrocarbon removal fluids may become
less effective in mobilizing hydrocarbons through the hydro-
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carbon containing formation. Low efficiency of mobilization
may be due to hydrocarbon removal fluids creating more
permeable zones in hydrocarbon containing formation 100.
Hydrocarbon removal fluids may pass through the permeable
zones in the hydrocarbon containing formation 100 and not
interact with and mobilize the remaining hydrocarbons. Con-
sequently, displacement of heavier hydrocarbons adsorbed to
underburden 140 may be reduced over time. Eventually, the
formation may be considered low producing or economically
undesirable to produce hydrocarbons.

In certain embodiments, injection of a hydrocarbon recov-
ery composition after treating the hydrocarbon containing
formation with a hydrocarbon removal fluid may enhance
mobilization of heavier hydrocarbons absorbed to underbur-
den 140. The hydrocarbon recovery composition may interact
with the hydrocarbons to reduce an interfacial tension
between the hydrocarbons and underburden 140. Reduction
of the interfacial tension may be such that hydrocarbons are
mobilized to and produced from production well 150. Pro-
duced hydrocarbons from production well 150 may include,
in some embodiments, at least a portion of the components of
the hydrocarbon recovery composition, the hydrocarbon
removal fluid injected into the well for pretreatment, meth-
ane, carbon dioxide, ammonia, or combinations thereof. Add-
ing the hydrocarbon recovery composition to at least a portion
of a low producing hydrocarbon containing formation may
extend the production life of the hydrocarbon containing
formation. Hydrocarbon production from hydrocarbon con-
taining formation 100 may be increased by greater than about
50% after the hydrocarbon recovery composition has been
added to hydrocarbon containing formation. Increased
hydrocarbon production may increase the economic viability
of the hydrocarbon containing formation.

Interaction of the hydrocarbon recovery composition with
atleastaportion of hydrocarbons in the formation may reduce
at least a portion of an interfacial tension between the hydro-
carbons and underburden 140. Reduction of at least a portion
of the interfacial tension may mobilize at least a portion of
hydrocarbons through hydrocarbon containing formation
100. Mobilization of at least a portion of hydrocarbons, how-
ever, may not be at an economically viable rate.

In one embodiment, polymers may be injected into hydro-
carbon formation 100 through injection well 110, after treat-
ment of the formation with a hydrocarbon recovery compo-
sition, to increase mobilization of at least a portion of the
hydrocarbons through the formation. Suitable polymers
include, but are not limited to, CIBA® ALCOFLOOD®,
manufactured by Ciba Specialty Additives (Tarrytown, N.Y.),
Tramfloc® manufactured by Tramfloc Inc. (Temple, Ariz.),
and HE® polymers manufactured by Chevron Phillips
Chemical Co. (The Woodlands, Tex.). Interaction between
the hydrocarbons, the hydrocarbon recovery composition and
the polymer may increase mobilization of at least a portion of
the hydrocarbons remaining in the formation to production
well 150.

The propoxylated branched primary alcohol glycerol sul-
fonate component of the composition is thermally stable and
may be used over a wide range of temperature. In some
embodiments, a hydrocarbon recovery composition may be
added to a portion of a hydrocarbon containing formation 100
that has an average temperature of from 0 to 150° C. because
of the high thermal stability of the glycerol sulfonate.

In some embodiments, the hydrocarbon recovery compo-
sition may be injected into hydrocarbon containing formation
100 through injection well 110 as depicted in FIG. 2. Inter-
action of the hydrocarbon recovery composition with hydro-
carbons in the formation may reduce at least a portion of an
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interfacial tension between the hydrocarbons and underbur-
den 140. Reduction of at least a portion of the interfacial
tension may mobilize at least a portion of hydrocarbons to a
selected section 160 in hydrocarbon containing formation
100 to form hydrocarbon pool 170. At least a portion of the
hydrocarbons may be produced from hydrocarbon pool 170
in the selected section of hydrocarbon containing formation
100.

In other embodiments, mobilization of at least a portion of
hydrocarbons to selected section 160 may not be at an eco-
nomically viable rate. Polymers may be injected into hydro-
carbon formation 100 to increase mobilization of at least a
portion of the hydrocarbons through the formation. Interac-
tion between at least a portion ofthe hydrocarbons, the hydro-
carbon recovery composition and the polymers may increase
mobilization of at least a portion of the hydrocarbons to
production well 150.

In some embodiments, a hydrocarbon recovery composi-
tion may include an inorganic salt (e.g. sodium carbonate
(Na,CO,), sodium chloride (NaCl), or calcium chloride
(CaCl,)). The addition of the inorganic salt may help the
hydrocarbon recovery composition disperse throughout a
hydrocarbon/water mixture. The enhanced dispersion of the
hydrocarbon recovery composition may decrease the interac-
tions between the hydrocarbon and water interface. The
decreased interaction may lower the interfacial tension of the
mixture and provide a fluid that is more mobile.

EXAMPLES
Example 1

Neodol 67 branched primary alcohol (carbon number
16-17, average number of branches per aliphatic group 1.5)
was dried over 4A molecular sieves. The alcohol was further
purged with Nitrogen at 120° C. while stirring for 1 hrin a
round bottom flask equipped with over head stirrer, reflux
condenser thermocouple and Dean Stark trap.

The alcohol was kept under nitrogen until loaded into a
clean autoclave with a lanthanum phosphate (LAPO). LAPO
was charged at the rate 0o 0.5 g/150 g of'starting alcohol. The
reaction was run with 1073 g of Neodol 67 alcohol, 3.611 gof
LAPO and 1333 g of propylene oxide (PO) to make a 7 mole
PO per molecule of Neodol 67 alcohol. The autoclave was
sealed and purge with nitrogen to create a nitrogen atmo-
sphere. The starting nitrogen was 30 psi (200 kPa) at 160° C.
The propylene oxide was charged in using a dome regulator to
control flow. The actual temperature was between 159° C. to
172° C. and pressure is 30 psi (200 kPa) to 160 psi (1100 kPa).
PO was added over the course of 180 minutes and the reaction
was allowed to soak for 30 minutes after the addition of PO
was complete. The reactor contents were then discharged and
collected.

Using the Zn/Co dimetal catalyst (DMC) catalyst, the pro-
cedure was the same as for the LAPO catalyst. The only
difference was that a 1% suspension of the DMC catalyst in
PPG400 (PPG400—400 number average molecular weight)
was purchased from Bayer and used as delivered. The con-
centration of DMC catalyst in the final mixture was about 50
ppm.

After the starting alcohol is alkoxylated, the material is
cooled to 25° C. and pumped into a thin film reactor. The
material flows down the sides and is kept at 25° C. A dilute
stream of SO; in nitrogen is introduced at the top and flows
down the reactor with the liquid. The reaction occurs in the
liquid as the SO; gas is absorbed into the liquid. The sulfate
acid product is collected continuously at the outlet or the
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reactor into a solution of 25 wt % sodium hydroxide solution,
yielding the sodium salt of the surfactant.

Interfacial tensions (IFT’s) were measured for a North Sea
crude oil with 3.1% Seawater Brine at 72° C. The first sample
used was a NEODOL 67 alcohol (N67) propoxylated (with 7
PO groups per molecule) glycerol sulfonate (N67-7PO-Glyc-
erol Sulfonate) made using (DMC). The material had about
1-2% polypropylene glycol (PPG—PPG400—400 number
average molecular weight) and gave IFT’s between 0.1 and
0.3 dynes/centimeter (blue circle in FIG. 3). Upon replacing
the DMC with a lanthanum phosphate (LaPO) catalyst, we
found that much more of the propylene oxide (PO) polymer-
izes into PPG during the reaction. Upon washing out the PPG
from this sample, we were left with a N67-5.7PO-Glycerol
Sulfonate. The material had 0% PPG in it and gave similar
IFT values (to those of the above DMC N67-7PO-Glycerol
Sulfonate) of between 0.1 and 0.3 dynes/centimeter for times
greater than 40 minutes (red diamonds in FIG. 3). The results
are shown in FIG. 3.

Each of these two samples were mixed with a solubilizer to
improve their performance. When the ethoxylated NEODOL
45 alcohol (N45-7) solubilizer was mixed in, the IFT mea-
surements for each sample improved and dropped to between
0.05 and 0.08 dynes/centimeter (DMC—yellow star &
LAPO—green triangle in FIG. 3). A sample of DMC N67-
7PO-GS was mixed with polypropylene glycol (PPG400—
400 number average molecular weight) as the enhancing
agent. The resulting IFT measurements of 0.05 to 0.08 dynes/
centimeter (red squares) were about the same as those using
the N45-7 solubilizing agent. Two samples were made with in
situ PPG, one with about 24% wt PPG and one with about
15% wt PPG. The sample with 24% wt PPG gave a high IFT,
about 1 (orange cross), and the sample with 15% wt PPG gave
a much lower IFT, less than 0.01 (purple square).

Interfacial tension values for the hydrocarbon/hydrocar-
bon recovery composition/water mixtures were determined
using a University of Texas model spinning drop tensiometer.
A four microliter (uL) drop of n-dodecane hydrocarbon was
placed into a glass capillary tube that contained a hydrocar-
bon recovery composition/brine solution to provide a brine-
to-hydrocarbon volume ratio 0of 400. The tube was placed into
a spinning drop apparatus and then capped. The motor was
turned on rapidly to rotate the tube to create a cylindrical drop
within the tube (e.g. 6 to 12 ms/rev). The drop length may be
greater than or equal to 4 times the width of a drop. The
capillary tube and drop were heated to various temperatures
(atand above 25, 50,75 and 98° C.). The drop was video taped
for later replay for measurement of the drop dimensions and
calculation of the interfacial tension between the drop and the
composition/brine using an Optima® System. The time range
of the measurements was from about 0.1 to about 1.0 hours to
achieve drop equilibrium.

Further modifications and alternative embodiments of vari-
ous aspects of the invention may be apparent to those skilled
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in the art in view of this description. Accordingly, this
description is to be construed as illustrative only and is for the
purpose of teaching those skilled in the art the general manner
of carrying out the invention. It is to be understood that the
forms of the invention shown and described herein are to be
taken as the presently preferred embodiments. Elements and
materials may be substituted for those illustrated and
described herein, parts and processes may be reversed, and
certain features of the invention may be utilized indepen-
dently, all as would be apparent to one skilled in the art after
having the benefit of this description to the invention.
Changes may be made in the elements described herein with-
out departing from the spirit and scope of the invention as
described in the following claims. In addition, it is to be
understood that features described herein independently may,
in certain embodiments, be combined.

What is claimed is:

1. A method of treating a hydrocarbon containing forma-
tion, comprising:

(a) providing a composition to at least a portion of the
hydrocarbon containing formation, wherein the compo-
sition comprises a glycerol sulfonate of a propoxylated
primary alcohol having a branched aliphatic group with
an average carbon number from 10 to 24 and having an
average number of branches per aliphatic group of from
0.7 to 2.5 and having at least 0.5 moles of propylene
oxide per mole of primary alcohol; and

(b) allowing the composition to interact with hydrocarbons
in the hydrocarbon containing formation.

2. The method of claim 1 wherein the branched aliphatic
group of the propoxylated primary alcohol has an average
number of branches per aliphatic group of from 1.4 to 2.

3. The method of claim 1 wherein the composition is
admixed with water and/or brine to form an injectable fluid
which is injected into the hydrocarbon containing formation
and the glycerol sulfonate comprises from 0.1 to 1 wt % of'the
injectable fluid.

4. The method of claim 3 wherein the glycerol sulfonate
comprises from 0.2 to 0.5 wt % of the injectable fluid.

5. The method of claim 1 wherein the propoxylated pri-
mary alcohol has an average of from 5 to 9 propylene oxide
groups per molecule.

6. The method of claim 1 wherein the branched aliphatic
group of the propoxylated primary alcohol has an average
carbon number from 14 to 20.

7. The method of claim 1 wherein the composition also
comprises an enhancing agent.

8. The method of claim 1 wherein the glycerol sulfonate of
the propoxylated primary alcohol comprises from 10 to 80 wt
% of the composition.

9. The method of claim 1 wherein the branched aliphatic
group of the propoxylated primary alcohol has an average
carbon number from 16 to 19.
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